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Software made by  

Xites Webdesign - Holland 

 

In order to be able to compare growth results of the Groasis waterboxx, it is better to have the same 
registration procedures worldwide. This is why AquaPro has developed the online registration form.  

The software has been developed in a way that the entry of the information can be done quickly. 
The information about your average climate is downloaded from the world climate info from the 
US established National Climatic Data Center http://www.ncdc.noaa.gov/oa/ncdc.html and entered 
automatically in the form. This is the climate info from your nearest climate station, so if your local 
circumstances are different from the automatically downloaded info, then please overwrite this info. 

If you use the Lascar loggers on the experimental place as explained in this manual, you also have 
your climate info automatically downloaded of where your experiment is done. Please read more 
about this further in this document.  

At last it will take a while before we have sufficient data in order to show graphics of all the 
participants. As the start of the registration is done in August 2010, we expect to be able to show the 
first data by the end of May 2011. The data will be shown in a graphic form. Participating with this 
registration means that your data will be published. By cooperating on these worldwide 
experiments, we will have reliable data from all over the world by the end of 2011. In this way you 
can choose your species based on the experiments of others with comparable climates. 

 

I hope you enjoy cooperating. 

Pieter Hoff 

CEO AquaPro 
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Account details 
 

Register an account 
 

1. Go to http://testform.groasis.com/. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 

 
2. Fill in your details and click on “save” 

3. The website will send you an e-mail with a password immediately. If you do not receive      
this e-mail in your inbox within a minute, it might be found in the spam box.  
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Add varieties 
 

1. Logon to the website and go to the menu “maintenance” / ”your details”. 

2. 
For every variety, estate or control group, you have to “add” a variety.  
Enter a name and whether you have used seeds or saplings, etc. and click on the save button. 
The exact location can be chosen by clicking the “location” button. 

3. If you fill in the checkbox of �«use the nearest weather station�¬ with the confirmation �«v�¬, the 
system will fill in automatically the average climate info (average day temperature, average 
night temperature, annual precipitation, etc.) from the nearest weather station. If the info is 
not correct and your local climate is considerable different, then please overwrite this info. 
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4. The popup window shows a Google map. By zooming in on your location (mouse scroll 
wheel), you can click on the exact location. After clicking, the Groasis logo will be shown. 
This location will be stored after clicking the “save” button. 
Important! 
This location will be used to calculate the daylight so it is very important to complete this.
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5. Now go to the menu “trial form” and fill in the general data for each variety. When the 

correct location is set, the sunrise and sunset time will be shown in the upper right corner. 
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Installing the logger 
 

Prepare the logger 
 

Important! 

The webside has been designed for one specific logger:  
Lascar Easylog EL-USB-2-LCD.  
More information about this logger and distributors, can be found at: 
http://www.lascarelectronics.com/temperaturedatalogger.php?datalogger=375 

 

The USB logger package, contains a CD with Windows software in order to be able to initialize the 
logger and capture the logged data. Please follow the installation instructions as described in the 
“Quick start guide”. This guide is also available as PDF document on the CD (EL-USB-1,2,3,4 and 
TC Installation & Operation Guide.pdf).  

Initialize 
 

Before using the logger, the time of the logger has to be synchronized with the PC and the data 
logging has to be started. In order to do this, please carry out the following steps. 

 

1. Connect the logger's USB connector to your PC. 

2. Start the “EasyLog USB” program. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Click on “Set up and start the USB Data logger”. 
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4. Fill in your company name, scale (Celsius) and the sample rate (1 hour).  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5. Tick “LCD on for 30 seconds after a button press”, in order to read the temperature 
manually, when necessary. Although this should never happen, the logger must stop 
when there is not enough space for the data. 
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6. Turn off the temperature alarms. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Turn off the humidity alarms and continue to the next screen. 
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8. The logger should start logging after it is placed, so you can set it to start when the 
button is pressed or at a specific date/time.  

9. Now you can disconnect the logger from the USB port and install it in or next to the 
Waterboxx. If you have chosen to start the logger manually, the display will flash “P5”. 
After pressing the button, the display will show the temperature for a few seconds and a 
green LED will blink every 10 seconds. When this LED is not blinking, something went 
wrong and the initialization must be repeated from the first step. 
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Capture the data 
 

In order to capture the data, please carry out the following steps. 

 

1. Connect the logger's USB connector to your PC. 

2. Start the “EasyLog USB” program. 

3. Click on “Stop the USB data logger and download the data”. 

4. Confirm the download. 
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5. Click on “OK”. 

6. Save the file. After this process, the file has to be uploaded to the website. So please 
remember where it is stored. 
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7. The logger program will show you the results. This is not needed for the process and the 
window can be closed safely. 

 

 
Upload the data to the website 
 

The data file from the previous chapter, must be uploaded to the website. This can be done by 
following these instructions. 

 

1. Logon to the website with your account. 

2. Select the tab “upload data”. Click on “browse” and select the data logger's file. 
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3. Open the file. 

4. Upload the file. When you have two loggers, both data files can be uploaded at the same 
time. 
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Important! 

When you refresh the screen (F5) and go to the upload tab again. The logger's serial number will 
show up before the input field. This means this logger is now connected to this location. The 
upload process will not allow you to use this same logger for another location. 

!!! Please mark the loggers in order to place the loggers in the correct locations. 

�

The digital logger 



Xites webdesign 14 

�

With one logger you measure the temperature of the open air. Be sure to but put it under a roof to 
avoid the influence of sunshine 

�

�

Put the other logger in the center of the box 

Note: if you don�¬t mark them well, you will have upload problems later on 
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Use a (digital) soil or meat thermometer to measure the water- and soil temperature 

�

�

�

This is how you measure the soil temperature under the box 
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�

�

This is how you measure the soil temperature aside of the box 
�

�

�

You measure the water temperature through the pipe 
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Where to buy the loggers 
If you are in the USA and want to order the Lascar EL-USB-2 logger, please contact this company. 
While ordering explain Rich Woodfin that you need it for the Groasis waterboxx experiments and 
you’ll be offered a nice discount! 
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Kind Regards 
Pieter Hoff 
Ceo AquaPro 

 


